STANDARD SYMBOL

DETAIL G-1-3 RIPRAP OUTLET
SEDIMENT TRAP ST-III ST

CONSTRUCTION SPECIFICATIONS

1.
2.

10.

11.

12.

CONSTRUCT TRAP IN SUCH A MANNER THAT EROSION AND WATER POLLUTION ARE AVOIDED.

CLEAR, GRUB, AND STRIP ANY VEGETATION AND ROOT MAT FROM THE AREA UNDER THE EMBANKMENT
AND TRAP BOTTOM.

USE FILL MATERIAL FREE OF ROOTS, WOODY VEGETATION, OVERSIZED STONES, ROCKS, ORGANIC
MATERIAL, OR OTHER OBJUECTIONABLE MATERIAL FOR THE EMBANKMENT.

CONSTRUCT TOP OF EMBANKMENT 1 FOOT MINIMUM ABOVE TOP OF RIPRAP OUTLET. COMPACT THE
EMBANKMENT BY TRAVERSING WITH EQUIPMENT WHILE IT IS BEING CONSTRUCTED.

MAKE ALL CUT AND FILL SLOPES 2:1 OR FLATTER.

PLACE NONWOVEN GEOTEXTILE, AS SPECIFIED IN SECTION H—1 MATERIALS, OVER THE BOTTOM AND
SIDES OF OUTLET AND APRON PRIOR TO PLACEMENT OF RIPRAP. OVERLAP SECTIONS OF GEOTEXTILE
AT LEAST 1 FOOT WITH THE SECTION NEARER TO THE TRAP PLACED ON TOP. EMBED GEOTEXTILE AT
LEAST 6 INCHES INTO EXISTING GROUND AT ENTRANCE OF OUTLET CHANNEL.

USE CLEAN CLASS 1 RIPRAP PLACED 19 INCHES IN DEPTH FOR THE OUTLET AND APRON. USE OF
RECYCLED CONCRETE EQUIVALENT IS ACCEPTABLE.

CONSTRUCT AND MAINTAIN THE OUTLET ACCORDING TO APPROVED PLAN, AND IN SUCH A MANNER
THAT EROSION AT OR BELOW THE OUTLET DOES NOT OCCUR.

STABILIZE THE EMBANKMENT AND INTERIOR SLOPES WITH SEED AND MULCH. STABILIZE POINTS OF
CONCENTRATED INFLOW AS SHOWN ON APPROVED PLAN.

REMOVE SEDIMENT AND RESTORE TRAP TO ORIGINAL DIMENSIONS WHEN SEDIMENT HAS ACCUMULATED
TO CLEANOUT ELEVATION (25% OF WET STORAGE DEPTH). DEPOSIT REMOVED SEDIMENT IN AN
APPROVED AREA AND IN SUCH A MANNER THAT IT WILL NOT ERODE. KEEP POINTS OF INFLOW AND
OUTFLOW AS WELL AS INTERIOR OF THE TRAP FREE FROM EROSION AND REMOVE ACCUMULATED
DEBRIS. MAINTAIN EMBANKMENTS TO CONTINUOUSLY MEET REQUIREMENTS FOR ADEQUATE VEGETATIVE
ESTABLISHMENT IN ACCORDANCE WITH SECTION B—4 VEGETATIVE STABILIZATION. REMOVE ANY TREES,
BRUSH, OR OTHER WOODY VEGETATION GROWING ON EMBANKMENT OR NEAR PRINCIPAL SPILLWAY.
MAINTAIN LINE, GRADE, AND CROSS SECTION.

WHEN DEWATERING TRAP, PASS THE REMOVED WATER THROUGH AN APPROVED SEDIMENT CONTROL
PRACTICE.

UPON REMOVAL, GRADE AND STABILIZE THE AREA OCCUPIED BY TRAP.
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